
Heavy-duty, super concentrated, triple-strength carpet detergent for truckmount or portable extractors. 
For professional use only. Keep out of reach of children. Read directions and cautions before use. Before 
application, pretest for colour fastness in an inconspicuous area.
DIRECTIONS: Goes into solution instantly in hot or cold water. STANDARD SOLUTION: Concentrated Truckmount 
Stock Solution: Mix 946 mL per 18.9 L. (1:20) Set meter to 7.6 - 11.4 L per hour. Truckmount RTU (100 gal.): Mix 
590 mL per 378.5 L. (1:64) Portable: Mix 30 mL to 18.9 L. (1:630) DILUTION FOR WOOL CARPET: Concentrated 
Truckmount Stock Solution: Mix 946 mL per 18.9 L. (1:20) Set meter to 3.8 L per hour. Truckmount RTU (378 L): 
Mix 414 mL per 378.5 L. (1:900) Portable: Mix 22 mL to 18.9 L. (1:860)
CAUTION: To avoid skin irritation or slip hazards, do not walk on wet carpets with bare feet. 

NOTICE: For best results, store at (15°C - 30°C). Keep in sealed container when not in use. Product is not warranted if used for repack, improperly 
stored, or used in a manner not consistent with manufacturer’s instructions. Dispose of unused product and waste water according to applicable 
regulations.

Détergent pour moquette à service intense, très concentré, triple puissance pour extractions par appareil monté 
sur chariot ou portable. Pour usage professionnel exclusivement. Garder hors de la portée des enfants. Lisez les 
directives et les mises en garde avant l’utilisation du produit. Avant l’application, effectuez un essai de la solidité 
de la couleur dans une section peu visible.
INSTRUCTIONS : Se mélange instantanément en eau chaude ou froide. SOLUTION STANDARD : Solution de base 
concentrée pour appareil monté sur chariot : Mélanger 946 mL à 18,9 L (1:20) de liquide. Régler le compteur 
à 7,6 à 11,4 L l’heure. Prête à l’emploi pour appareil monté sur chariot (378,5 L) : Mélanger 590 mL à 378 
L. (1:64) Systèmes portables : Mélanger 30 mL à 18,9 L (1:630) de liquide. DILUTION POUR MOQUETTES DE 
LAINE : Solution à stocker concentrée pour appareil monté sur chariot : Mélanger 946 mL à 18,9 L (1:20) de 
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